CONSTRUCTION PROCEDURES

§ ) STACE { (BEFORE PAVEMENT MILLING
! 4) REWOVE & MINIMUM OF 12 (300} OF THE PAVENENT FROW
{ AROUND THE STRUCTLRE,
B REMOVE THE EXISTING FRE&ME &ND LID FROM THE STRUCTURE,

€1 COVER ThE STRUCTURE OPENING WITH & 3o (500! DISMETER
METAL PLETE.

D BACKFILL WITH CRUSHED STONE AND A nINIMUM 85 40
THIOK HMA SURFACE WIX APPRUVED BY THE ENGINEER.
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STAGE 2 (AFTER PAVEMENT MILLING
&) REHOVE THE HWMA SURFACE MIX AND CRUSHED STORE,
{2 €001 MM, Bl ONSTALL THE FRAME AND LIy ABJUST THE FRAME TO 178
SR FINAL SURFSCE ELEVATION.
i Cf THE SUNROUNDING SPACE SHALL BE FILLED WITH CLASS St
CONGRETE, OR HMA SURFACE COURSE OR HMA BINDER
COURSE TD THE ELEVATION OF THE SURFACE OF THE
: EXISTING RASE COURSE OR THE BINOER COUMSE.
THE PROCEDURE EXPLAINED ABOVE SHALL CONFORM TO THE APPLIDABLE
PORTIONS OF SECTIONS 383, 406, 602, AND 603 OF THE STANDARD
SPECIFICATIONS,
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PROPOSED - FROPOSED SaNO FILL
g - BRICK, MORTAR, OB CONGL
\ ADJUSTING RINGS LEGEND
% PROPOSED
SAND FILL @ SUB-BASE GRANULAR @ FRAME &ND LID {SEE ROTES
WATERIAL
-
N e e N
(2) ExisTiNg PAvERENT (7) cuass 1 coRCRETE,
" HYA SURFACE COURSE OR
p HMA BINDER COURSE
ASTES: £3) 36 (9000 DIAMETER METAL PLATE

(B) PROPOSED HWA SURFACE
{(4) PROPOSED CRUSHED STOME AND COURSE

EXIATING BROREN PRAMES SND LIDS 8SHall BE REMOVED HM& SURFACE MIX

AND DISPOSED OF BY THE CONTRACTOR AND SHALL BE ) 3
REPLACED AS DIRECTED BY THE ENGINEER. REPLACENENT BY EXISTING STRUCTLRE el PROPOSED 14 BINDER
FRAMES MD LIDS WILL BE PAID FOR IN ACCORDANCE COLRSE

WITH ARTICLE 108,04 OF THE STANOARD SPECIFICATIONS
UMLESS & SEPARATE Pay ITEY sad BEEN PROVIDED

IF THE EXISTING LIDS ARE OPEN, THE FRANME WitL BE

gﬁg{.ﬁégo TE TRE ELE;@?E% OF THE MILLED PAVEMENT
URFACE PRIOR TO THE MILLING OPERATION, THE FRAME TURES:s
WILL NOT BE REMOVED AND COVERED BY THE METAL PLATE. LOCATION OF STRUCTURES:

EITY OF CHMICAQD CARTINGS ARE THE PROPERTY OF THE
CITY AND THE CONTRACYOR SHALL NOTIFY THE CITY FOR
REMOVAL AND DISPOSITION OF THE CASTINGS,

THE METAL PLATE USED TO COVER THE STRUCTURE SHALL

THE CORTRACTOR WILL BE REQUIRED TG KEEP & RECORD OF THE LOCATIONS OF
THE BURIED STRUCTURES ACCORGING TO THE STATION AND DISTANCE LEFT OR

RIGHT OF THE CENTERLINE OF PAVEMENT. UPON COMPLETION OF THE WORK,

THE CONTRACTOR WILL DELIVER THE RECORD TO THE ENGINEER.

REMAIN THE PROPERTY OF THE CONTRACTOR,

WHEN STRUCTURES aRE TO BE ADJUSTED OR RECONSTRUCTED,

?g% Egéﬁgﬁ;gﬁ é§$§§§§glﬁg OF E;‘H“F FRAMES AND LIDS WlLL

N PAI0 FOR SEPARATEL T WiLL i3 | § THE .

. COST 6F THE CORRESPONDING Pay TTew - | orURER INTHE BASIS OF PAYMENT: THIS WORC WiLL BE PAID FOR AT

. T THE CONTRAQT UNIT PRICE PER PADH FOR
CFRAMES AND LIOS TO BE ADJUSTED, SPECIALY

NEW FRAMES AND LIDE, WHEN SPECIFIED. WILL
BE PAID FOR SEPARATELY,

DETAILS FOR FRAMES AND LIDS ADJUSTMENT
WITH MILLING

= F =
ges 3
£ 354 B
sEsay §
psS . 1S
Sg¥isss
§5538%2 AL OIMENSIONS ARE IN INCHES (MILLIMETERS) UNMLESS
- OTHERWISE SHOWN
PR otn Tne ™ USER NAME = jmelhuish DESIGNED - R Swam REVISED - R. SHAH D3-10-35
£z & SEC Group, Inc. drelburs . S ; SHAH O3-15-35 DETANLS POR R SECTION CoUNTY | Als | SRS
f: §§§§ 5%9 FILE NAME = 890196-det-12.dgn DRAWN - REVISED - A. ABHAS O%-3-97 STATE OF ILLINOIS 253'7 55 00084-00R< ook = 38'
zo-aioa hitecture = - - 3 AN O5-14-04 0.
£9502 - Bt e PLOT SCALE CHECRED ‘ BEVISED - K. WIEDEMAN 08-14-04 DEPARTMENT OF TRANSPORTATION FRAMES AND LIDS ADJUSTMENT WITH MILLING BD80003 [BD-] CONTRACT Mo, 5357
- g&gddzat wsccgmupinc.com PLOT DATE = 8/31/20@9 DATE - 10-28-84 REVISED - R. BORQ 01-0i-07 SCALE: [ SHEET NO. OF SHEETS | STA. TO STA. FED. ROAD DIST. NO,  JILLINOIS[FED. AID PROJECT ARA-9003 (345)
VILLAGE OF BARTLETT
ogbl';‘é:cemz.aon




